
TECHNICAL DATA :

Number : 4

Type : Hermetic

Oil : 

R22 : Mineral 160P  32cSt

R407 C : Polyolester 160PZ  32cSt
Oil charge : 3,9dm³ x 4

Number : 3

Max. absorbed  capacity : 1,25kW x 3 

Total air flow : 42000 m³/h

Open circuit :

Absorbed capacity : 3 kW

Water flow : 20 m³/h

Pressure : 2,8 bars

Closed circuit :

Absorbed capacity : 1,5 kW

Water flow : 24 m³/h

Pressure : 1,1 bars

Water inlet tube Ø : 2"

Water outlet tube Ø : 1"1/4

Open circuit :

Tank capacity : 200 Liter

Lenght : 2890 mm

Width : 1300 mm

Height : 2060 mm

T° a

R22 R407C R22 R407C R22 R407C R22 R407C R22 R407C R22 R407C

T° e

T°a = Ambient temperature

T°e = Water outlet temperature

* /F = Closed circuit

30568 36972 35052 41816

35016 32868 38972 36340

32872

126352 109948 104632 3199610°C 147332 146876 128890

5°C 120156 118316 104468 100844 88492 52748 30820 29268

27480 32728 30324 3587679080 70172 64188 292200°C 96700 93916 83388

30188 27512 3261260688 54660 27288 2531276636 73308 65408

27480 24536 2926459636 56116 50200 45304 41628 25104 22856

DIMENSIONS

WEIGHT : 1500 kg

110IMH 4-2/O  /F 

FAN

PUMP

179960 157252

39568

COOLING CAPACITY    W ABSORBED CAPACITY    W

25°C 35°C 45°C 25°C

HYDRAULIC CONNECTION

NOMBRE DE CIRCUITS : 2

COMPRESSOR

31288155972 134880 130220 3267215°C 178564 42456

                                 * /O = Open circuit 

38504 36772 44328

35°C 45°C

10°C

5°C


